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KTPL
ULTRASONIC /
MILK STIRRER

Perfect Sample Preparation
for Accurate Milk Analysis

B .. 1 -‘."'-,I

!

O ) | |I*
o I, "'-.... _,-"II

7y b

i e - o,

REMOVES UNIFORM ADJ USTAELE LOW POWER
AIR BUBBLES MIXING FREQUENCY CONSUMPTION

WHY CHOOSE
KTPL ULTRASONIC STIRRER?
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v'  Adjustable Ultrasonic Frequency v Compact Table Top Unit
Removes Uniform Improves
Air Bubbles Milk Mixing Accuracy v Adjustable Timer Control v Fast Sample Preparation
’ 0 v AC & DC Operation v Suitable for All Milk Types
Low Power Battery Heavy Duty v" Portable Design v Low Maintenance
Consumption Compatible Construction
v" Stainless Steel Stirrer (Optional) v Reliable Performance
TECHNICAL SPECIFICATIONS
= . I’_ STIRRER PCB = - — - - - ---_.-“‘\I
:
Frequency 20 - 25 kHz i A R< | . v High Quality
| Components
Voltage 110 - 260V AC / 12V DC, 50/60 Hz !
Power Consumption 30W ' 2 e V' Stable Performance
Timer Adjustable | ) M N i]ﬂ il -?T o o Iéﬂ?gbﬁlf% & :
| - ; eliable Operation
Stirrer Tool Stainless Steel (Optional) i _*| 1 al 'i L' e i fP
; | - '"“i . v Designed for
Body Material Corten Steel ! = I:l ..{ [ . - Heavy Duty Use
Weight & sk ! - L. L
= A e 5 T Ty T W BIPcomponentprb
Battery Backup Up to 8 Hours (42Ah Battery) (easy to service)
Relative Humidity 30-80%RH APPLICATIONS
Operating Temperature 10°C - 40°C : i
Fuse Protection Yes (Protects PCB from lé @I @
Low/High Voltage) — \
e T ¥, Milk. ! Dairy Testing Bulk Milk Cooperative
Collection |  Processing Laboratories Coolers Societies
Centers Plants

]( RELIABLE DAIRY R +917725921729
ITPL AUTOMATION SOLUTIONS @ www ktplindia.com
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